Absorption and chemical properties of combustion cycle resolved in-cylinder diesel soot

Malmborg, Vilhelm; Shen, Mengqin; Eriksson, Axel; Waldheim, B; Gallo, Yann; Martinsson, Johan; Nilsson, Patrik; Andersson, Öivind; Johansson, Bengt; Pagels, Joakim

Published in:
Proceedings of the NOSA-FAAR Symposium 2015

2015

Link to publication

Citation for published version (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

• Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
• You may not further distribute the material or use it for any profit-making activity or commercial gain
• You may freely distribute the URL identifying the publication in the public portal

Take down policy
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.
Absorption and chemical properties of combustion cycle resolved in-cylinder diesel soot

V. Berg Malmborg1, M. Shen2, A. C. Eriksson3, B.B.O Waldheim1, Y. Gallo2, J. Martinsson3, P. Nilsson1, O. Andersson2, B. Johansson2, J. H. Pagels1

1Division of Ergonomics and Aerosol Technology, Lund University, Box 118, SE-22100, Lund, Sweden
2Division of Combustion Engines, Lund University, P.O. Box 118, SE-221 00, Lund, Sweden
3Division of Nuclear Physics, Lund University, Box 118, SE-22100, Lund, Sweden
4Scania CV AB, Sodertalje, Sweden and Dep. Mech. Eng., Imperial College London, UK

Keywords: Diesel Soot, Soot Formation, Black Carbon, Absorption Ångström exponent

INTRODUCTION

Soot or black carbon (BC) emissions reduce air quality and increase the absorption of solar radiation in the atmosphere. Diesel engines contribute to approximately 20% of the global BC emissions (Bond et al., 2013).

Engine operating conditions alter the magnitude of particle emissions and may drastically change soot characteristics, such as light absorbance and scattering. The mechanisms and time scales of soot formation, oxidation and the transformation of soot properties in the cylinder are poorly understood.

In this project, in-cylinder particle properties are analyzed with the aim to improve soot emission modelling and to reduce toxic and climate relevant particle emissions from combustion engines.

METHOD

A heavy duty diesel engine was operated at a low load, 1200 rpm and at three levels of exhaust gas recirculation (EGR) corresponding to 21%, 15% and 13% inlet oxygen concentration (C(O2)). A method based on a fast sampling valve was used to extract a small semi-continuous aerosol flow (1lpm) from the in-cylinder gas mixture.

The aerosols were extracted at well-defined stages of the combustion cycle, measured as the crank angle (CA) position after the piston top dead center (ATDC) at 0°CA. The sampling resolution depends on the in-cylinder pressure, with a 1°CA sampling window near 10°C (ATDC).

The diluted sample was analyzed with three on-line techniques: a Soot-Particle Aerosol Mass Spectrometer (SP-AMS), an SMPS and a 7-wavelength Aethalometer.

CONCLUSIONS

The observed in-cylinder BC mass concentration was found to be heavily dependent on the combustion cycle and EGR level (figure 1, main graph). At lower EGR, i.e. 21% and 15% inlet C(O2), the soot concentration varies more than two orders of magnitude over the combustion cycle.

Furthermore, the oxidation of soot is very fast at low EGR resulting in low net soot emissions.

The absorption Ångström exponent (\(\alpha_{abs}\)) was determined at each sampled point of the combustion cycle. Late in the cycle, the \(\alpha_{abs}\) is low and the particles are “black” or graphite-like. At an early stage of combustion, there is an increase in particle “brownness” with high \(\alpha_{abs}\), possibly due to absorbing organic carbon. Increasing the EGR also tends to result in more “brown” particles throughout the combustion cycle.

The SP-AMS analysis indicates that the increased particle brownness is associated with an increased polyaromatic hydrocarbon (PAH) to BC ratio (figure 1, sub-graph).

Figure 1: Aethalometer BC (880nm and 950nm average) at three levels of EGR (C(O2)) against the combustion cycle (in CA). Sub-graph: Absorption Ångström exponents and PAH fraction normalized to BC (and peak) at 13% inlet C(O2) against CA.

ACKNOWLEDGEMENTS

This work was supported by the Generic Diesel Combustion (GenDies) project at KCFP, Lund University. The authors wish to acknowledge the support by Scania CV AB and the Volvo Group.

REFERENCES